
 

 

 

 

 

 
A revolutionary, purpose-built, portable multiprotocol tool for DALI, DMX512 & RDM1. The 
ADDICT can back up and store and program DALI devices from stored settings (as requested by 
Osram head office Germany). The ADDICT can also continuously sniff the DALI line to a pc with 
English descriptors (as requested by Philips R&D Europe).  

 

24-month warranty2 Χ convenient Ǌƻōǳǎǘ ƘƻǳǎƛƴƎ ǿƛǘƘ ǇǊƻǘŜŎǘƛǾŜ ōƻƻǘ ŀƴŘ ŦƭƛǇ ƻǳǘ ǎǘŀƴŘ Χ quick connect ǿƛǘƘ ǘƘŜ ǳƴƛǾŜǊǎŀƭ ƭŜŀŘ ǎŜǘ  Χ 

power the DALI line and automatically detect external power supplies... check the line ǿƛǘƘ ǘƘŜ ƳƛƴκƳŀȄ ŎƻƳƳŀƴŘ Χ  check the lights 
ǿƛǘƘ ŀ ǉǳƛŎƪ ƭŀƳǇ ŦŀƛƭǳǊŜ ǉǳŜǊȅΧ address lights by ǊŀƴŘƻƳ ƻǊ ǇƘȅǎƛŎŀƭ ŀŘŘǊŜǎǎ ŀƴŘ ǊŜƳŀǇ ŀŘŘǊŜǎǎ ǿƛǘƘ ƭƛǾŜ ǇǊŜǾƛŜǿ Χ  add groups to devices . . 

assign scenes ǿƛǘƘ Ŝŀǎȅ ǘƻ ǎŜǘ ǎŎŜƴŜ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ŦƻǊ ŀƭƭ ŘŜǾƛŎŜǎΧchase the lights ǿƛǘƘ ŀ Ŏƻƴǘƛƴǳƻǳǎ ƭƛǾŜ ŎƘŀǎŜ ǎŜǉǳŜƴŎŜ Χ make light work 
of it with an ADDICT thaǘΩǎ ǎƳŀƭƭ ŜƴƻǳƎƘ ǘƻ Ŧƛǘ ƛƴ ŀ ǇƻŎƪŜǘ ŀƴŘ ǿŜƛƎƘǎ ƛƴ ŀǘ ŀ ǘƛƴȅ орлƎǊŀƳǎ Χ do much more with the fully-ŦŜŀǘǳǊŜŘ Ψ-ǎȅǎΩ ƳƻŘŜƭ 

plus DMX512 and RDM Χ test commands ŦƻǊ ŀƭƭ ǎǘŀƴŘŀǊŘ 5![L ŎƻƳƳŀƴŘǎ Χ   change or restore device settings for fade time and fade rate 

and set brightness levels for minimum, maximum, lamp failure and system failure conditions ... select chase parameters for start, end and step for 

ƭƛǾŜ ŎƘŀǎŜ ōȅ ŀŘŘǊŜǎǎ ƻǊ ōȅ ƎǊƻǳǇ  Χ sniff, capture, store & recall time-stamped data traffic between everythƛƴƎ ƻƴ ǘƘŜ ƭƛƴŜ Χ  back up and 

restore devices and lines - ŎŀǇǘǳǊŜ ŀƴŘ ǎǘƻǊŜ ǘƘŜ ǎŜǘǘƛƴƎǎ ŦƻǊ ƻƴŜ ŘŜǾƛŎŜ ƻǊ ŀ ǿƘƻƭŜ ōǳǎƭƻŀŘ Χ  Test, chase and sniff DMX512 as an added 

ōƻƴǳǎ ǿƛǘƘ ǘƘŜ ƻǇǘƛƻƴŀƭ ŘƳȄ ƭŜŀŘ  Χ Assign parameters to ALL connected devices if you so ŎƘƻƻǎŜ Χadd groups together to make new 

ƎǊƻǳǇǎ ΧΦ     Use RDM to work with compatible RDM devices   Go wireless ǿƛǘƘ ǘƘŜ ƻǇǘƛƻƴŀƭ ǊŀŘƛƻ ƳƻŘŜƳǎ ΧΦ    !ƴŘ ƳǳŎƘ ƳƻǊŜ Χ 
 

1
 -sys model, requires optional DMX512 lead(s)  

2 
Refer User Manual for details. Note that not all features listed are available with the ςeco model. 

 

6th Anniversary model V2-sys  
Tools for Installation, Maintenance & OEM Commission, 

Test, Sniff, Backup & more 
RS232 SCI & SCI TX PC Comms  

DALI Auto Power Supply 
DALI, DMX512, RDM  

 

  
 

Tunnel lighting control Inner Northern Busway Tunnel. SLA, Stowe. 
Commissioned with ADDICT-sys and ADDICT-wireless optional kit 

ADDICT ς ŀǊƎǳŀōƭȅ ǘƘŜ ǿƻǊƭŘΩǎ ŦƛǊǎǘ* and best 
purpose-built portable tool for DALI 

Now with DMX512 and RDM (-sys model) 
*patent filed 2004 & granted 2005.  
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Line drawings, & Options  

ADDICT optional aluminium carry case & accessories  

Optional DALI Systems Integrator backpack  
shown with radio modems in the side pockets. Backpack has 

a retractable handle & wheels for trolley use. 

Optional radio modems ï the wireless kit has two 
radio modems preconfigured with everything needed. 

Range of up to 900m indoors, 22km outdoors 
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  ADDICT SPECIFICATIONS -ECO -SYS 

CAPACITY DALI ς One DALI line (bus) when ADDICT is powered by supplied mains power adaptor 
DMX512 & RDM ς One universe 512 channels 

S  
- 

S  
S 

    

FUNCTIONS      DALI        

Test All connected devices to Maximum Level then Minimum Level continuously at 2-second intervals. Test commands by Address, Group or ALL for Off, Min, Max, 
Scene, Group, & more 

S S 

Address Random Address, Remap Old Address to New Address, Set (reset) Address S S 

Groups, Scenes Add devices to groups and set up scenes (DALI max is 16 groups, 16 scenes per device) - S 

Configure Settings By Address or By Group: Minimum Level, Maximum Level, System Failure Level, Power On Level, Fade time, Fade Rate, Reset to Factory Defaults  S S 

Diagnostics Query DALI bus for Failures. Continuous Live Chase by Address or Group with selectable Start, Step and End parameters . Simple Live Chase by Address or Group 
(skips missing addresses) 

S S 

PC Comms. RS232  
Sniff 

Store 
Summary 

 
Capture 

SCI Mode.  SCI Tx Mode. 
Sniffing time-stamped DALI Packets with full descriptions.  
Store, Recall and Store Sniffed Data or Sniff to PC via 3rd party terminal programme.   
9 page Summary of all device settings for every address on the DALI line.  
Line summary showing count of all addresses and groups on the DALI line 
Capture Device Settings to back up the entire DALI line either ALL or One by One. Store In ADDICT Non-volatile Memory . Programme from Captured Settings. 
View and Transmit Captured Settings to third party PC via terminal programme 

- 
- 
- 
S 
- 
- 

S 
S  
S 
- 
S  
S  

 

DMX512& RDM 

  

Test, Chase, Sniiff 
RDM 

 

512 channels viewable in 8 channel range at any one time. Test channels, Chase Channels, Sniff Channels 
All required common standard parameters (plus extras). Some manufacturer specific command parameters. 

 

- 
- 

 

S*  
S* 

    

Power    

Internal 
External 

Duracell Ultra 9v DC battery (nb ς battery not included available separately)  
(Auto- switching to external battery/mains adaptor is standard on all models). 24v DC regulated switch mode power adaptor with 2.1mm input socket 

O 
O 

O 
O 

    

Line (aka bus or loop) Automatic supply of power to the DALI line if no bus/line power detected when first attempting to do something with DALI.  
Switch off bus power (temporary) by holding down the backlight button 
Starting voltage with mains adaptor connected is 21.5VDC nominal (at maximum current load of 245mA) 

S 
S 

S 
S 

    

Status LEDs Indicating status led for low battery condition, for bus power present (on) or ADDICT supplying bus power (flashing) 
 for SCI TX (Transmit) Mode (double flash)  

S 
- 

S 
S 

    

Physical 

   

Protection Shock-resistant black rubber surround with integral flip out stand S S 

 S = Standard  O = Optional  Eco = economical   Sys = systems partner/integrator  * requires optional lead   
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  ADDICT SPECIFICATIONS (continued) -ECO -SYS 

IMMUNITY 
 

 DALI circuitry is immune to accidental 240v on DALI Line and will warn of over voltage condition.  
 

S 
 

S 

Case ABS 94HB UL  S S 
    

Weight  Unpacked 0. 35kG S S 

Size  /ŀǎŜΥ мофΦтƳƳ [ όрΦрέύ Ȅ фмΦппƳƳ ² όоΦсέύ Ȅ нуΦрƳƳ 5 όмΦмέύΦ   
.ƻƻǘΥ мпуΦнƳƳ [ όрΦуоέύ Ȅ млуƳƳ ² όпΦнрέύ Ȅ отΦтрƳƳ 5 όмΦпфέύΦ  
hǾŜǊŀƭƭ ƛƴŎƭǳŘƛƴƎ ŎƻƴƴŜŎǘƻǊǎΥ мпфΦм [ όрΦутέύ Ȅ млуƳƳ ² όпΦнрέύ Ȅ отΦтрƳƳ 5 όмΦпфέύ 

S 
S 
S 

S 
S 
S 

    

Carry Case Aluminum carry case with tool pouches, protective foam inserts, lockable, dimensions 330x230x90mm Optional accessory at time of order O O 
    

Connectors, Adaptors & Leads   

    

DALI 4mm banana sockets. Y patch lead 2 screw connectors to 4mm banana jacks with retractable shields, supplied with screw-on probes, alligator clips, spade lugs, 
bullet connectors 

S S 

    

DMX512 (RJ45 socket is standard for all models) Y patch lead with 3 pin XLRs for DMX in and out  - O 

RS232 (RJ45 socket is standard for all models). RJ45 to 9-pin adaptor lead - O 

    

DC Input  2.1mm socket S S 

     

Keypad Printed membrane type with 8 durable keys with ZIF internal connector S S 

    

LCD   
64 English character 16x4 LED backlit display liquid crystal display screen  

 
S 

 
S 

MEMORY                                               

PC  
            Internal 

   
Back up device settings (or an entire line of devices) to suitable 3rd party terminal programme  
Back up all device settings (or an entire line of devices) to Control Freak ADDICT ς 128 max 

 
- 
- 

 
S 
S 

 S = Standard  O = Optional  Eco = economical   Sys = systems partner/integrator  * requires optional lead   
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Other Products  
Creative Lighting also manufactures a range of DALI & DMX512 products under our Control Freak trademark:  
 

ADDICT-eco  Simplified economical portable tools  for DALI installation, co nfiguration & testing  

SLAMMO  V3 DALI, DMX512, RDM 3 channel led dimmer controllers.  

  XC-1 MultiProtocolÊ (DALI, DMX512, DSI, RDM) led controllers 4 DMX personalities, 15.2 bit 400hz full range dimming 

DIDIO  DALI & DMX512 contr ollers, power supplies, scene controllers, sequencers, Serial Communications Interfaces, and translators  

LIDA  DALI AC controllers. V1.4 1 or 2 channel DALI HID control with feedback. LIDA -F DALI AC Controllers for fans or contactors.  

 LIDA-D Din mount en closed DALI AC Controllers for fans or contactors  

SHOWPRO  10-zone controllers for automated displays and lighting  

The DALI Universal Lead Set has convenient interchangeable parts for direct DALI connect 

All connections are conveniently located on the top panel 

Connectors  

2.1mm socket 
for power in 24VDC (300mA+)   

PC comms in/out  
via optional lead or adaptor 

DMX512 & RDM via optional rj45-xlr 
RJ45 socket 

 

4mm banana sockets  
for DALI 

(see Universal Lead Set at left) 
 


