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Continual research and development by Creative 

Lighting has resul ted in the world -first XC-1 led 

dimmer for high -brightness constant current leds.  
 

The XC-1 operates at 15.2bit resolution offering full 

range flickerfree dimming from 100% down to 0%.  
 

MultiProtocolÊ. Remote addressing and bi-

directional communication is  possible with both 

RDM & DALI. The XC-1 also supports DSI & DMX512.  
 

Standard current ratings of 350, 500, 600 and 

700mA are optimized for 3VDC difference 

between input VDC & series led fVoltage. Options 

include different current ratings/VDC differences.  
 

The XC-1 will handle input voltages of up to 40 

VDC and led series fVoltages of up to 36 VDC 

@700mA.  

ü World first MULTI-protocol: DALI, DMX512, DSI & RDM  
 

ü Brilliant dimming. 40,000 Steps 15.2bit (DALI, & DMX512 

in ò16-bitó coarse + fine mode) 
 

ü 4 DMX persona lities include coarse (default, - 1 

channel ); coarse plus vector  (2 channels) ; >c oarse, 

vector & fine  (3 channel ); and coarse, fine, vector 

and strobe (4 channel ) 
  

ü DMX personalities remote selectable by RDM. Pr otocol 

(DMX ð DALI ð DSI) selectable by RDM or Bitswitch.  
 

ü Addressable by bitswitch or remotely by DALI or RDM  
 

ü Multiple current ratings ð 350, 500, 600 and 700mA 

(other current ratings optionally available)  
 

ü Compact size fits into downlight recesses  
 

ü Very low energy ð standby power less than 0.5watt, 

efficiency greater than 93%  
 

ü Enclosed or pcb -only special order for OEMs  
 

Top and side views of the XC-1 
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Line Drawings  

ð DSI, DALI 

 

   

 

 
  

 

 

 

 

DSI controller  

eg DIDIO  7070 
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Line Drawings ð 

DMX512, RDM 

 

 

 

 

 

 

 

Cable lengths/types/limitations  
No cabling or transformer is supplied. The i nstallerõs cabling should be kept clear of mains cabling and connections as unwanted 

electromagnetic interference could adversely affect the installation.  

Cable to the XC1 from a suitable transformer should be selected in accordance with local wiring rule s and sized to minimize voltage 

drop which voltage drop will decrease current to the luminaire. This cable should be kept away from mains cables and other so urces 

of interference. Cable from the XC1 to suitable led luminaires should be kept as short as pos sible, preferably 10 -metres or less. A cable 

type of 2.5mm sq two -core cable can be used for distances up to a maximum of 20 -metres. Note that the cable location must be sited 

away from mains cables and other sources of interference.  The EMI Filter (supplied) must be fitted between the power supply and XC1.  

Other Products  
Creativ e Lighting also manufactures a range of DALI & DMX512 products under our Control Freak trademark:  
 

SLAMMO  3 channel led dimmer controllers  for constant voltage leds  

DIDIO  DALI & DMX512 controllers, power supplies, scene controllers, sequencers, Serial Communic ations Interfaces, and translators  

ADDICT  Portable tools for installation, configuration, testing, debugging and back -ups 

LIDA  DALI AC controllers  for  HID control with feedback , fans and relays/ contactors.  

SHOWPRO  10-zone controllers for automated displays and lighting  

 


