
 

 

 

 

 

 

Queensland Performing Arts Centre Concert Hall. Over 100 SLAMMO V2s are permanently installed in the Concert Hall and Lyric Theatres. Engineers: AECOM 

New in V3.2 

The V3 is here. The V3.2 features: 
 

 High frequency dimming – 400Hz – flicker-free full range from 100 to 0% with 3 channel 15 bit resolution 
 

 EEPROM overwrite protection – automatically writes to permanent memory with brownout detection circuitry  
 

 MultiProtocol™:  RDM, DALI, DSI and DMX512 
 

 Up to 360W total load @ 24VDC 
 

 

 

V3.2 
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 There are only two international standards for digital lighting control: DMX512 and DALI. 
The SLAMMO is fluent in both. (And DSI. And RDM.) 

 

Common anode, bias-resisted leds, pwm of voltage… 
Confusing? Not really. If there are multiple leds on a stripVDC (or even 5V, 7.5V or 15V!), there’s a SLAMMO to suit. If the leds require constant current control, then 

select the SLAMMO XC-1 constant current dimmers (refer XC-1 brochure). 

 

IP66 enclosure options 
We can supply and fit your SLAMMO pcb into an IP66 enclosure, just ensure the total load on each enclosed SLAMMO is 200VA or less (for most environments). 

         

 
 

Even more features 
The latest version 3.2 of the SLAMMO runs at 400Hz and over 15 bit for superior flicker-free full range dimming. The V3.2 can also now be controlled by DALI, DMX512, 

DSI or RDM Remote Device Management. You can also use the Control Freak ADDICT to remotely select between DALI and DMX512 operation, and address the 

SLAMMO remotely, or select DSI operation for older analogue control systems.  
 

Better priced 
Prices have been reduced in line with our increasing production run volumes – saving you even more.       

IP66 rated enclosure. Installer should allow to crimp cat 5 connectors after cabling through GN12 glands (supplied). 
Includes fitting of pcb and 3 GN12 and 1 GN16 cable glands fitted as shown. Dimensions: 80x250x85mm (wxlxh) excl. cable glands 
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Other Products 
Creative Lighting also manufactures a range of DALI & DMX512 products under our Control Freak trademark: 

DIDIO  DALI & DMX512 controllers, power supplies, scene controllers, sequencers, Serial Communications Interfaces, and translators 

ADDICT  Portable tools for installation, configuration, testing, debugging and back-ups 

LIDA  DALI AC Controllers for Relays, fans, contactors, HID with feedback 

SHOWPRO  10-zone controllers for automated displays and lighting  

SLAMMO XC1 Constant current led dimmers. MultiProtocol™. 

TOUCH-TELL  Interactive sensors 

SLAMMO V3.2 PCB Specifications 

Description Details 
  

Dimming Pulse width modulation suits common anode bias-resisted leds 

  

Physical  

Size  206mm (l) x 45mm (w) x 35mm (h) 

Weight 0.12kg 

  

Power  

DC Input 7-40VDC 

DC Output Constant voltage. Match input VDC to desired output. 3 channels of cathode plus common anode. 

Rated load 5A per channel, 15A total load. 

  

Protection Short circuit output protection by non resettable 5A fuses on each channel 
Immune from accidental dc input reversal 

  

Efficiency >96% 

Temperature Ta 65 degC 

Data Protocols MultiProtocolϰ 
DALI (bitswitch 10 on, 1-9 off) 

DMX512 (bitswitch 10 off, 1-9 set dmx address) 
DSI (bitswitch 9 & 10 on, 1-8 off) 

 DMX512 RDM (Remote Device Management) 

Personalities 4 DMX512 personalities: 1) coarse 2) coarse and vector 3) coarse vector and fine 4) coarse vector fine and strobe 


